
High-Performance CCR Alumina Carrier with Low Water Absorption High
Thermal Conductivity and High Crushing Strength for Chemical and

Petrochemical Industries

Basic Information

CHINA

CCR carrier

SCR-A/B

1t

Customer demand, drum or ton pack

2000t/year

Product Specification

≥40N

190-210m2/g

High

≥570�

Excellent

Sphere

Acid And Alkali Resistant

Excellent

Low Water Absorption CCR Alumina Carrier, 
High Thermal Conductivity Alumina Catalyst
Carrier
, High Crushing Strength Alumina Spheres
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Place of Origin:

Brand Name:

Model Number:

Minimum Order
Quantity:

Packaging Details:

Supply Ability:

Crushing Strength:

Surface Area:

Mechanical Strength:

Thermal Stability:

Abrasion Resistance:

Shape:

Chemical Stability:

Electrical Insulation:

Highlight:
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Product Description

Product Description:
The CCR Alumina Carrier is an essential component used in the oil refining industry, specifically in the Oil Column Regeneration (CCR)
process. This high-quality alumina catalyst carrier is designed to meet the demanding requirements of the industry, offering exceptional
performance and reliability.
Key Features:
Water Absorption: Low
Chemical Stability: Acid And Alkali Resistant
Material: Alumina
Thermal Stability: ≥570�
Thermal Conductivity: High
The CCR Alumina Carrier serves as a crucial support for catalysts used in various refining processes. Its low water absorption property
ensures minimal interference with the catalytic reactions, leading to improved efficiency and product quality. Additionally, its acid and
alkali resistance make it suitable for withstanding harsh chemical environments, ensuring long-term stability and performance.
Constructed from high-grade alumina material, this catalyst carrier exhibits excellent durability and reliability, making it ideal for
continuous operation in CCR systems. The alumina composition also contributes to the thermal stability of the carrier, allowing it to
withstand temperatures of 570� and above without compromising its structural integrity.
Furthermore, the CCR Alumina Carrier boasts high thermal conductivity, facilitating efficient heat transfer within the system and promoting
optimal catalytic reactions. This property enhances the overall performance of the catalysts, resulting in improved productivity and cost-
effectiveness in the refining process.
Whether used in fixed-bed reactors or fluidized bed systems, the CCR Alumina Carrier excels in providing consistent support to catalysts,
ensuring uniform distribution and maximum utilization of active sites. Its superior characteristics make it a preferred choice for refinery
operators looking to enhance their process efficiency and product quality.
In conclusion, the CCR Alumina Carrier is a versatile and reliable solution for oil refining applications, offering exceptional water
absorption, chemical stability, thermal resistance, and thermal conductivity. Its alumina composition, coupled with advanced
manufacturing techniques, makes it an indispensable component in CCR systems, contributing to improved performance and operational
efficiency.
 

Features:
Product Name: CCR Alumina Carrier
Material: Alumina
Shape: Sphere
Chemical Stability: Acid And Alkali Resistant
Thermal Conductivity: High
Water Absorption: Low
 

Technical Parameters:

Chemical Stability Acid And Alkali Resistant

Crushing Strength ≥40N

Thermal Conductivity High

Surface Area 190-210m2/g

Mechanical Strength High

Electrical Insulation Excellent

Pore Size Medium

Water Absorption Low

Shape Sphere

Material Alumina

 

Applications:
CCR carrier, model SCR-A/B, is a high-quality alumina catalyst carrier designed for various industrial applications. Originating from China,
this product boasts exceptional attributes that make it suitable for a wide range of product application occasions and scenarios.
With a minimum order quantity of 1 ton and packaging details customizable based on customer demand (including drum or ton pack), the
CCR carrier is flexible for different procurement needs. Its supply ability of 2000 tons per year ensures consistent availability for large-
scale projects.
The medium pore size of the CCR carrier makes it ideal for applications requiring controlled diffusion and adsorption processes. Its
thermal stability of ≥570� enables it to withstand high-temperature operations, making it suitable for processes involving catalyst
regeneration and reforming.
Chemically stable and resistant to acids and alkalis, the CCR carrier is well-suited for environments with varying pH levels and chemical
compositions. Additionally, its excellent electrical insulation properties make it a reliable choice for applications requiring electrical
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resistance.
Furthermore, the CCR carrier exhibits a crushing strength of ≥40N, ensuring durability and resistance to mechanical stress during
handling and processing. Its versatility and robust design make it a preferred choice for industries such as petrochemicals, refining, and
environmental protection.
In application scenarios such as catalyst beds, reactors, and drip ball systems, the CCR carrier serves as a dependable support material
for catalysts, facilitating efficient chemical reactions and product transformation processes. Its consistent performance and quality
contribute to enhanced productivity and operational efficiency in various industrial settings.
 

Customization:
Customize your Alumina catalyst carrier with our Product Customization Services for the CCR Alumina Carrier.
Brand Name: CCR carrier
Model Number: SCR-A/B
Place of Origin: CHINA
Minimum Order Quantity: 1t
Packaging Details: Customer demand, drum or ton pack
Supply Ability: 2000t/year
Thermal Stability: ≥570�
Material: Alumina
Shape: Sphere
Abrasion Resistance: Excellent
Chemical Stability: Acid And Alkali Resistant
 

FAQ:
Q: What is the brand name of this alumina carrier product?
A: The brand name is CCR carrier.
Q: What is the model number of this alumina carrier product?
A: The model number is SCR-A/B.
Q: Where is this alumina carrier product manufactured?
A: It is manufactured in China.
Q: What is the minimum order quantity for this alumina carrier product?
A: The minimum order quantity is 1 ton.
Q: What are the packaging details available for this alumina carrier product?
A: The packaging details can be customized based on customer demand, which can include drum or ton pack.
Q: What is the annual supply ability of this alumina carrier product?
A: The supply ability is 2000 tons per year.
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